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Requirement 

Construction Contractor Daily Use Checklist 
for 

PERSONAL PROTECTIVE EQUIPMENT (PPE) 

 
 

YES 

 
 

NO 

 
 

NA 
     
 Personal Protective Equipment (PPE)    

1910.94 Are all exposures from dust, fumes, etc., controlled?    
1910.94 Is local ventilation adequate or temporary ventilation provided?    
1910.94 Are exhaust stacks located away from air intakes so that contaminated 

air will not be circulated into or within the building? 
   

1910.144 Are temporary barricades in place to restrict traffic in the work area?    
1910.133 
1926.102 

Are protective goggles or face shields provided and worn where there is 
any danger of flying particles, corrosive materials, or radiation agents? 

   

1910.133 
1926.102 

Are approved safety glasses provided and required to be worn at all 
times where there is a risk of eye injuries such as punctures, abrasions, 
contusions, or burns from physical, chemical, or radiation agents?  Are 
safety glasses marked as meeting the specifications of ANSI Z87.1.   

   

1910.132 Are approved protective gloves, aprons, shields, or other means 
provided against cuts, corrosive liquids, and chemicals? 

   

1910.135 
1926.100 

Are hard hats provided and worn where the dangers of impact, falling 
objects, flying debris or electrical shock and burns exists?  Are hard hats 
marked that they meet the specifications of ANSI Z89.1 for Industrial 
Head protection and ANSI Z89.2 for Electrical Workers Class B?   

   

1910.135 Is appropriate foot protection provided and required where there is the 
risk of foot injuries? 

   

1910.1001 Have employees been certified for respirator use?    
1910.134 Have employees been provided and using appropriate respiratory 

protection equipment? 
   

1910.135 Is all-personal protective equipment inspected prior to use for damage 
prior to the start of work? 

   

1926.101 Is appropriate hearing protection provided in high noise level areas?      
1926.101 Are ear protection devices that are inserted in the ear fitted or 

determined individually by competent persons?   
   

1926.501 Is fall protection provided to employees working 6 feet or more above a 
lower level by railing or body harnesses? 

   

1926.104 Are lifelines secured above the point of operation to an anchorage or 
structural member capable of supporting a minimum-dead weight of 
5,400 pounds 

   

1926.104 Are safety harness lanyards a minimum of ½ inch nylon, or equivalent?      
1926.104 Are safety harness lanyards worn by employees a maximum length to 

provide for a fall of no greater than 6 feet? 
   

1926.104 Do safety harness worn by employees have a nominal breaking strength 
of 5,000 pounds? 

   

1926.105 Are safety nets provided when workplaces are more than 25 feet above 
the ground or other surfaces where the use of ladders, scaffolds, catch 
platforms, temporary floors, safety lines or safety belts is impractical?   

   

1910.132 Have all employees wearing PPE been trained to appropriately wear the 
required devices and know the limitations of each? 

   

1926.50 Are wall openings, from which there is a drop of more than 4 ft guarded?    
 
Supervisor Signature:  ________________________PO#/FWR#_______________     Date:  _____________  
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